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Product Description Glass Fiber Reinforced PPS Material

P AR TEBRZ )

Product Grade Injection Molding Grade
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Appearance Natural Pellet
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Matters need attention

BH SR P ER WA
Item Testing Standard
KY-S80G30 | KY-S80G40 KY-S80G50 | KY-S80G60 | KY-S80G70 9
BR i=a
ﬁgns;%; 1.65 g/10min| 1.65 g/10min | 1.65 g/10min [1.90 g/10min|1.65 g/10min ASTM D-792
1} R
LSS ) 0. 05% 0. 05% 0. 05% 0. 05% 0. 05% ASTM D-570
Water Absorption
At Color Natural Natural Natural Natural Natural
bor Vs h Y SR
R ik 23g/10min 25g/10min 26g/10min 28g/10min 30g/10min ASTM D-1238
Melt Flow Rate
iﬁf$§§[§ 23.0 Ksi 22.0 Ksi 21.0 Ksi 20.0 Ksi 19.0 Ksi ASTM D-638
Tensile Strength
133&% 1% 1.20% 1.00% 0.90% 0.80% ASTM D-638
Elongation
iy =R
5 Hi iR 52 30.0 Msi 29.5 Msi 28.5 Msi 28.0 Msi 27.0 Msi ASTM D-790
Flexural Strength
LB Tensile | o o ysi 2.1 Msi 2.20 Msi 2.25 Msi 2. 3 Msi ASTM D-790
Modulus
fi?E%%EZ 26.5 Ksi 26.0 Ksi 25.8 Ksi 25.5 Ksi 25.0 Ksi ASTM D-695
Compressive Strength
LB .. Modulus 2.1 Msi 2.2 Msi 2.3 Msi 2.4 Msi 2.5 Msi ASTM D-638
of Elasticity
A b
Izod Impact 1/8 inch |1.8 ft.1bf/in| 1.7 ft.1bf/in | 1.5 ft.1bf/in |1.4 ft.1bf/in| 1.2 ft. 1bf/in ASTM D-256
Strength
B R O b ok e
Izod Notched Impact| 1/8 inch [6.5 ft.1bf/in| 6.1 ft.1bf/in | 5.5 ft.1bf/in |5.0 ft.1bf/in|4.5 ft.1bf/in ASTM D-256
Strength
¥ 7 s
A B 450 V/mil 450 V/mil 450 V/mil 450 V/mil 450 V/mil ASTM D-149
Breakdown Voltage
N F_T,;u,w . .
IR Dielectric 3.5 3.9 4.3 4.7 5.1 ASTM D-150
Constant
N
I 3.2 3.8 3. 89 3.93 4 ASTM D-149
Permittivity
5¥E Al
HREPIR . Ponate | 4015 0. 002 0. 028 0.035 0. 058 ASTM D-150
Consumption Factor
ik Z AP
HERIEEES 0. 00095 0.0014 0. 0035 0. 0055 0. 0088 ASTM D-150
Loss Factor
L1 P
ﬁﬁ/\lﬂl?ﬂz. . 1X107Q. cm 1X10%Q. cm 2X10% Q. cm 3X10%Q.cm | 5X10%°Q. cm ASTM D-257
Volume Resistivity
fif FE31L . Arel 110 Sec 125 Sec 135 Sec 150 Sec 167 Sec ASTM D-495
Resistance
HIRERIT i Arc 9.1 in/min 7.1 in/min 5.1 in/min 3.1 in/min 0 UL 746A
Trail
LR
CTLER CTI oV 7.1V 135.1 V 200.1 V 255V UL 746A
Trace
At 2 i
e L Insulation| o 0g 1X10"Q 1X101Q 1X10120 1X1020
Resistance
N=Rz=2=9 %
UL AR 2L UL 200/220°C 200/220°C 200/220°C 200/220°C 200/220°C UL
Temperature Index
WRIpe 1t Flammability V-0/5VA V-0/5VA V-0/5VA V-0/5VA V-0/5VA UL 94
Hh AR H
“"}2ﬂ>ﬁmgi >500°F >500°F >500°F >500°F >500°F ASTM D-648
Heat Deflection Temperature
{F RS Use temperature
TN T#& R Processing temperature : 230 — 250 ° C
FEEJRE Mould temperature : 100 - 120 ° C
HE Back pressure : ca. 10 - 15 bar
VFEYEHE Injection speed . /5 medium/high
Tpk Pre—drying . =3 necessary
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These technical data in the product brochures are typical data under specific test conditions and
not intended for use as limiting specifications.
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Safety and Handling Notice:

Customers can request NCM Local Offices to provide MSDS of required products. From these MSDS,
Customers can gain information on material processing, material safety, and material disposal
approaches. At the same time, Customers can know about the local applicable health and safety
regulations. The information we provide hereafter is only the general notice, and it is for the provided
resin only. The addictives and processing agents for plastic molding and other material for secondary
processing have their own safety requirements, so Users must learn those safety requirements.

This product has quite low toxicity. In normal conditions, it won’t cause any serious problem after
inhalation, eye or skin contact. But Users still need to be careful when storing, using and disposing these
resins. Users shall keep the factory clean and tidy and avoid dust accumulation. Users shall try to prevent
themselves from contacting with molten resins during operation.

Plastic resin products would produce dust and gas in their manufacturing process. The dust, caused by
sawing, rasping and polishing of plastic injection parts, might irritate eyes and upper respiratory tract. In
the dusty production environment, it is suggested that workers wear respirators or masks approved by
authoritative department. Plastic processing zone should have good ventilation as the standard
operation procedure requests. If the processing temperature exceeds the melting temperature, the
plastic would release irritative smoke which contains decomposition materials. In most cases, it is
enough to use the general ventilation equipment. If needed, local exhaust ventilation equipment can be
used, too.

If working in a place where floating particles might hurt their eyes, Users can wear the chemical safety
goggles to protect their eyes. If needed, Users can wear insulated gloves to protect themselves when
processing this resin.

This product will turn yellow under UV light, so Users should avoid direct sunlight when storing this
product.
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